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  Direct printable flex
  Transfer Tape: POLI-TACK 8031
  Transfer: 140° C, 15 sec.

 POLI-TAPE® SUBLI UP Patch 
  Direct printable fabric (rough structure)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 30 sec. | Transfer: 160° C, 15 sec.

 POLI-Patch 
  Indirect printable fabric (rough structure)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 50 sec. | Transfer: 150° C, 20 sec.

 POLI-Patch sofT 
  Indirect printable felt (soft structure)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 50 sec. | Transfer: 150° C, 20 sec.

 POLI-Patch BLOCKSUB 
  Indirect printable fabric (rough structure)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 50 sec. | Transfer: 140° C, 10 sec.

 POLI-FLEX® 4675 
  Indirect printable fabric (fine structure)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 50 sec. | Transfer: 160° C, 15 sec.

 subli-flock 5901 / 5902 
  Indirect printable flock (velvet touch)
  Transfer Tape: POLI-TACK 850
  Sublimation: 190° C, 50 sec. | Transfer: 160° C, 15 sec.
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POLI-TAPE® 2 Subli
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also direct 

printable



POLI-TAPE® 2 Subli

FOLLOW US !

POLI-TAPE Klebefolien GmbH

Zeppelinstraße 17
53424 Remagen - GERMANY

Telefon: +49 2642 98 36 0
Fax: +49 2642 98 36 37

E-Mail:  info@poli-tape.de
Internet:  www.poli-tape.de 

Your POLI-TAPE products distributed by
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POLI-TAPE® SUBLI UP / / / 140° C 15 sec
medium 
3.0 bar

POLI-TACK 8031 
cold 30 °C

150° C  
20 sec

POLI-TAPE® SUBLI UP Patch 190° C 30 sec
medium 
3.0 bar 160° C 15 sec

medium 
3.0 bar

POLI-TACK 850 
warm 40°C

POLI-Patch 190° C 50 sec
medium 
3.0 bar 150° C 20 sec

medium 
3.0 bar

POLI-TACK 850 
Warm 60 °C* 

POLI-Patch sofT 190° C 50 sec
medium 
3.0 bar 150° C 20 sec

medium 
3.0 bar

POLI-TACK 850 
Warm 60 °C*

POLI-Patch BLOCKSUB 190° C 50 sec
medium 
3.0 bar 140° C 10 sec

medium 
3.0 bar

POLI-TACK 850 
Warm 40 °C

150° C  
20 sec

150° C  
20 sec

150° C  
20 sec

150° C  
20 sec

150° C  
20 sec

POLI-FLEX® 4675 190° C 50 sec
medium 
3.0 bar 160° C 15 sec

medium 
3.0 bar

POLI-TACK 850 
Warm

90 °C 
TD / DC

subli-flock 5901 / 5902 190° C 50 sec
low

2.0 bar 160° C 15 sec
medium 
3.0 bar

POLI-TACK 850 
Warm

60 °C 
TD / DC
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S u b l i m at i o n T r a n s f e r

TD = Tumble Dry  DC = Dry Cleaning  *on Nylon Textiles: only 40 °C Before application / Production We recommend an application test on your garment

HEAT TRANSFER VINYLs  
4 every challenge!


